
COMPONENT MATERIAL SPECIFICATION
FS870 Zinc Plated Steel
FS8800-SP-H Polyester Energy Absorbing Lanyard; Steel 

Snap Hooks
FS700-50GA Polyester Rope; Steel Snap Hook, Rope Grab
FS-FLEX185 Polyester Webbing; ALU Adjuster Buckles; 

Quick Connect; Steel D-rings, Tongue Buck-
les; Nubuck and Mesh with EVA Padding
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FS155
PRO+ Bucket Roof Kit : FS-FLEX185 Harness, FS700-50GA VLL, FS8800SP-H 
Absorber, FS870 Anchor

STANDARD COMPLIANT WITH
ANSI See Individual Item Technical Data Sheet
OSHA See Individual Item Technical Data Sheet

PARTS INCLUDED:
• FS870 - Reusable Roof Anchor
• FS8800-SP-H - Personal Energy Absorber w 

SNP HKS at Both Ends
• FS700-50GA - PRO 50’ Vertical Lifeline 

Assembly: Snap Hook, Rope Grab
• FS-FLEX185 - PRO+ Full Body Harness: 1D, 

QC Chest, TB Legs

SIZE(S)
020-3122 S/M Harness

020-3123 L/XL Harness
020-3124 2X Harness

USER WEIGHT CAPACITY
ANSI 130-310lbs (140.6kg)
OSHA N/A

FALL ARREST  POINT(S) :
• See Individual Item Technical Data Sheet

ITEM WEIGHT :
• 11.6lbs (5.3kg) 

TECHNICAL DATA SHEET


