
COMPONENT MATERIAL SPECIFICATION
Cable 1/4” Galvanized steel
Crank Handle Powder coated steel, aluminum, rubber
Carabiners YCM plated steel
O-Rings Zinc plated steel
Housing Nylon and glass fiber
Drill Bit Adapter Black oxide steel
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023-8091
Quadrant Retractable HLL

STANDARD COMPLIANT WITH
ANSI N/A
OSHA 1926.502, 1910.140, 1910.66

FEATURES :
• 65’ Length galvanized steel cable lifeline

• 2-person retractable HLL system

• Quick and easy setup

• Compact, durable design with collapsible crank

• (2) Carabiners included (one permanently installed 

with captive pin)

• (2) O-ring connection points for reduced cable wear

• Dual-action tension release

• Power drill retraction adapter included

• Fall indicator

• Free wheel mode

• Stabilized tensioning design

• Ergonomic carrying handle

• Minimum Breaking Strength (MBS): 5,000 lbs. (2268 

kg)

• Peak Dynamic Pullout Load: 2,500 lbs. (1134 kg)

• Maximum 2 users per system

SIZE(S)
023-8091 65’ length

USER WEIGHT CAPACITY
ANSI 130-310 lbs. (59-141 kg)
OSHA N/A

ITEM WEIGHT :
• 24.2 lbs. (11.0 kg)

TECHNICAL DATA SHEET

Power Drill Adapter Included


