
COMPONENT MATERIAL SPECIFICATION
Webbing Nylon
D-ring Dielectric alloy steel
Adjuster buckles Dielectric alloy steel
Chest connection Dielectric alloy steel
Leg connection Dielectric alloy steel

225 Wilshire Avenue SW, Concord NC  •   800-230-0319  •  www.safewaze.com 

SW77225-UTQC
Arc Flash Full Body Harness : DE 1D, DE MB Torso, DE MB Chest, DE QC 
Legs

STANDARD COMPLIANT WITH
ANSI Z359.11-2021
OSHA 1926.502, 1910.140
ASTM F887

FEATURES :
• Dorsal D-ring
• Mating buckle chest
• Mating buckle torso adjusters
• Quick-connect legs
• 40 Cal rated nylon webbing

SIZE(S)
SW77225-UTQC-XS X-Small
SW77225-UTQC-S/M Small / Medium
SW77225-UTQC-L/XL Large / X-Large
SW77225-UTQC-2X 2X
SW77225-UTQC-3X 3X
SW77225-UTQC-4X 4X

USER WEIGHT CAPACITY
ANSI 130-310 lbs. (59-140.6 kg)
OSHA Up to 420 lbs. (190.5 kg)

FALL ARREST  POINT(S) :
• 1 Dorsal D-ring

ITEM WEIGHT :
• 4.0 lbs. (1.8 kg)
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