
COMPONENT MATERIAL SPECIFICATION
Rope 5/8” Kernmantle
Snap hooks Zinc plated alloy steel
Rope grab Zinc plated alloy steel
Energy absorbing lanyard Polyester webbing
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STANDARD COMPLIANT WITH
ANSI Z359.13-2013, Z359.15-2014
OSHA 1926.502, 1910.66, 1910.140

FEATURES :
• 5/8” Kernmantle rope
• 2 Snap hooks
• Hands-free trailing rope grab maximizes 

movement and increases user productivity
• Web energy absorbing lanyard
• Rope tensile strength: 7,500 lbs.
• Hook gate rating: 3,600 lbs.
• Hook minimum breaking strength: 5,000 lbs.

SIZE(S)
019-7007 30 Feet (9 m) 6 lbs. (3 kg)
019-7008 60 Feet (18 m) 12 lbs. (5 kg)

 

USER WEIGHT CAPACITY
ANSI 130-310 lbs. (140.6 kg)
OSHA Up to 420 lbs. (190.5 kg)

FALL ARREST  POINT(S) :
• 2 Snap Hooks

ITEM WEIGHT :
• 8.2 lbs. (3.7 kg)

TECHNICAL DATA SHEET

019-7007 through 019-7008
V-Line Kernmantle Vertical Lifeline Assembly : Snap Hook, Rope Grab, EA 
Lanyard


