(P)SAFEWAZE

S
-
Q




EXACTLY WHAT YOU WANT

QUICK

When one-size-fits-all doesn’t fit your unique challenges, you need custom tailored support. Extensive training and a
dedicated production team, plus a fine-tuned process, ensure you quickly and conveniently get a custom solution.
QuickCustom services:

* Comprehensive Product Development Request* to capture all the necessary requirements

» Digital Process Guide™ to clearly define the steps from first contact through delivery

* Custom products and specialized kits 100% Assembled in the USA

* Harnesses, lanyards, bags and kits configured precisely to fit your needs with optional branding

* Program FAQ* to address frequently asked questions from our customers

Speak with your regional sales manager directly to discuss specific solution options.

* Supporting documents available by request



PRECISION BUILD SHEETS

QUICK

Each Safewaze product — stock
and custom —requires a precision
build sheet.

These proprietary internal
documents guide the production
and inspection process to ensure
consistency and compliance with
our rigorous quality standard.
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WEBBINGS

TA-U0328 Flex Webbing
T WEB 1.75" 6M# POLY HOT YLW

EDGE CENTER STRIPE

2 straps 86"
2 straps 27.5"

TA-U0331Black Heavy Weight Webbing
WEB 1.75" 8,000L8 GROMMET

1 strap 122"

120-00020

I /=47 P20 WEBBING BLK. 43mm - 1.3mm

4 straps 7.5"

FS-FLEX270-S

Premium Construction Harmess

S-FLEX270-S

Premium Construction Harness
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LABEL STOP INDICATOR

STANDARD LABEL

PRODUCT LABEL

INSPECTION LABEL

Step 7 (ASSEMBLE THE HARNESS)
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bels onto Shoulder Pad
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Slide the laced D-Ring Keeper
onto the Shoulder Pad

Step 8 (assem

1 Slide th
"o the

ing approximately from 1.5°
2 and 1" of the lower edge onto

TIP

lace Black Webbing (Legs) and
Vebbing (Body)

Step 9 SEND THE HARNESS FOR INSPECTION.
ON INSPECTION CLOSE THE SHOULDER PAD POUCH AND
INSERT ONTO THE WAIST PAD A WAIST BELT SIZE SMALL. page 5




