
COMPONENT MATERIAL SPECIFICATION
Tripod See Individual Spec Sheet (019-11000)
3-Way System See Individual Spec Sheet (019-11005)
Personnel Winch See Individual Spec Sheet (019-11007)
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019-11004
7’ Adjustable Tripod Kit, 65’ Personnel Winch, 65’ 3-Way

STANDARD COMPLIANT WITH
ANSI Z117.1-2022, Z359.14-2021, Z359.4-2013
OSHA 1910.140, 1910.66, 1926.502

FEATURES :
• Provides anchorage for fall protection, work 

positioning and personnel riding systems
• Serves as both support and rescue or 

evacuation if necessary
• Equipped with 65’ 3-Way System and   

65’ Personal Winch
• Lightweight aluminum construction
• Quick setup with easy height adjustment
• Two pulleys for use with multiple devices
• Secure rubber foot pads with optional soft 

terrain edge
• Durable storage/travel bag
• Safety chain and quick link 
• Two captive eyes rated to 5,000 lbs. each
• Min. Breaking Strength: 5,000 lbs. (2268 kg)
• Maximum Material Capacity: 620 lbs. (281 kg)
• System Capacity: 620 lbs. (281 kg)

USER WEIGHT CAPACITY
ANSI 130-310lbs (140.6kg)
OSHA N/A

FALL ARREST  POINT(S) :
• 2 Steel Captive Eyes
• 2 Steel Carabiners
ITEM WEIGHT :
• 120.7lbs (54.7kg)

TECHNICAL DATA SHEET

REPLACEMENT PARTS
019-11017 Tripod Replacement Chain
FS970-PK Tripod Pulley 
019-11010 Universal Tripod Bracket
019-9008 Heavy Duty Tripod Bag
019-11018 Tripod Quick Link
019-11005 65’ 3-Way System, Universal 

Mount

019-11007 65’ Personnel Winch


