
COMPONENT MATERIAL SPECIFICATION
Webbing Polyester
D-rings Aluminum
Adjuster buckles Aluminum

Carabiner Aluminum
Quick-Connects Aluminum
Lanyard keepers Velcro; Nylon plastic
Pads Polyester mesh; EVA
Mating buckles Zinc plated Steel
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FS227
Wind & Tower Harness: Alu 5D, Alu QC Legs

STANDARD COMPLIANT WITH
ANSI Z359.11-2021
OSHA 1926.502, 1910.140

FEATURES :
• Dorsal D-ring
• Front sternal D-ring
• Front waist D-ring
• Side positioning D-rings
• Quick torso adjusters 
• Carabiner front connection
• Quick-connect legs
• Adjustable rear leg straps
• Web tool loops
• Removable breakaway lanyard keepers with 

split D-ring design
• Shoulder pad with fixed dorsal D-ring
• Fixed waist pad
• Fixed leg pads

SIZE(S)
FS227-S/M Small / Medium
FS227-L/XL Large / X-Large
FS227-2X 2X

 

USER WEIGHT CAPACITY
ANSI 130-310 lbs. (59-140.6 kg)
OSHA Up to 420 lbs. (190.5 kg)

FALL ARREST  POINT(S) :
• 1 Dorsal D-ring

ITEM WEIGHT :
• 6.4 lbs. (2.9 kg)
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