
COMPONENT MATERIAL SPECIFICATION
Webbing 1” Polyester
Snap Hooks Forged Zinc Plated Steel
Adjuster Forged Zinc Plated Steel
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FS33310
6’ Adjustable Web Restraint Lanyard

STANDARD COMPLIANT WITH
ANSI Z359.3
OSHA 1926.502

FEATURES :
•  Adjustable 4’-6’
•  1” high-viz green webbing
•  2 forged steel snap hooks

SIZE(S)
N/A

 

USER WEIGHT CAPACITY
ANSI 130-310 lbs. (140.6kg)
OSHA up to 420 lbs. (190.5kg)

ATTACHMENT POINT(S) :
•  2 Snap hooks

ITEM WEIGHT :
•  2.2lbs (1kg)

TECHNICAL DATA SHEET



COMPONENTE ESPECIFICACIÓN  
DEL MATERIAL

Tejido Poliéster
Gancho autocierre Acero cincado forjado
Ajustes Acero cincado
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FS33310
Acollador tejido y ajustable de restricción 6’

NORMAS CUMPLIDAS
ANSI Z359.3-2019
OSHA 1926.502, 1910.140, 1910.66

CARACTERÍSTICAS:
•  Ajustable entre 4’ y 6’
•  Tejido verde de alta visibilidad 1”
•  2 ganchos autocierre de acero forjado
•  Resistencia mínima a la rotura: 5,000 lb
•  Todos los componentes cumplen con las pautas 

de ANSI Z359.12.

TALLES
N/C

 

CAPACIDAD DE PESO DEL USUARIO
ANSI De 130 a 310 lb (de 59 a 140.6 kg)
OSHA Hasta 420 lb (191 kg)

PUNTOS DE ENGANCHE:
•  2 ganchos autocierre

PESO DEL ARTÍCULO:
•  2.2 lb (1 kg)

HOJA DE 
INFORMACIÓN TÉCNICA

LONGITUD DEL ARTÍCULO:
•  De 4’ a 6’ (de 1.2 a 1.8 m)
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