
COMPONENT MATERIAL SPECIFICATION
Rope 7/16” polyester/nylon Kernmantle rope
Carabiners YCM steel
Adjuster Anodized aluminum
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023-11039
Tripod Tie-Back Line	

STANDARD COMPLIANT WITH
ANSI Z359.4-2013, Z117.1-2022
OSHA 1926.502, 1910.140

FEATURES :
•  For use with the 10’ Tripod when used in     

over-edge scenarios 
•  30’ working length
•  Durable 7/16” Kernmantle rope
•  Easy positioning rope adjuster
•  Includes (2) ANSI Z359.12 compliant steel 

carabiners

RELATED PRODUCTS
022-11029 10’ Tech Tripod Basic
022-11033 10’ Tech Tripod Complete
022-11034 10’ Tech Tripod Kit: 65’ 3-Way
022-11035 10’ Tech Tripod Kit: 65’ Material 

Winch
022-11036 10’ Tech Tripod Kit: 65’ Material 

Winch, 65’ 3-Way
022-11037 10’ Tech Tripod Kit: 65’ Personnel 

Winch, 65’ 3-Way

USER WEIGHT CAPACITY
ANSI 130-310 lbs. (59-140.6 kg)
OSHA Up to 420 lbs. (190.5 kg)

ATTACHMENT POINT(S) :
•  2 steel carabiners

MINIMUM BREAKING STRENGTH:
•  5,000 lbs. (22 kN)

ITEM WEIGHT :
•  3.7 lbs. (1.7 kg)
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